Manufacturer

PLUSOPTIX

WELCH ALLYN

ADAPTICA

Model

Sphere range

Cylinder range
Axis range
Pupil Size range
Pupil Distance range

Measurement distance

Head Tilt
Gaze Measurement
Live Pupil Size Measurement
Optical Distance Meter
Accelerometer
Data Management
Weight
WiFi
Display Size / Touchscreen
Binocular Infrared Occluder

Phoropter connectivity

Measurement of Tropias &
Phorias

Intermediate Distance exam
(66 cm)

Dynamic Pupillometry

Lens Centration on Spectacle
Frames

Zoom on screen of InfraRed
retinoscopy

@

S/A12

-7t0o+5D
-7Tt0+5D
0°-180°, step 1°

4-8 mm

4 x USB, 1 x VGA, SD card

1xRJ-45
1,1kg

o

5.7" / Yes

2 JEx

Software Applications (Apps)

ADOVOO

SPOT

-75t0+75D
-3t0+3D D
0°-180°, step 1°
4-9 mm
35 mm to 80 mm

Tm=5cm

5” / Yes

Q9

2 B Jx B B

2WIN-4

-15to +15D

-5t0+5D
0-180°, step 1°
3-9mm
30 mm to 120 mm

Tm=5cm

v,
O
v,
O
v,

1 x Micro USB, SD card

0,84 kg

O

3.5” /No

QOO OO0



